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ROUTING, HEAT LANCING AND SEALING JOINTS/CRACKS

SCOPE OF WORK

- It is intended that this work shall consist of routing, heat lancing, and sealing the
existing transverse and longitudinal joints, cracks and random cracks in the
concrete and bituminous surfaces with a hot applied modified asphalt polyester
sealant,

The quantity shown for bidding purposes has been approximated. Actual
payment for the work will be determined by field measurements of the work
completed. Joints and cracks to be filled will be designated by the Inspection

Engineer,

TRAFFIC CONTROL

All traffic control and protection including placement, removal, material, labor
and devices shall be as needed to provide a safe work place and maintain quality
work procedures according to KYTC traffic control standards.

B N 101

This item shall consist of routing old sealants, dirt and incompressibles from
joints and cracks. Cleaning, heat lancing, sealing joints and cracks in the
pavement. This work shall include the proper routing, cleaning and heat lancing
of all joints and cracks to be sealed. Furnishing and installing hot applied
modified crack sealant in accordance with the materials specdification in 2.0,

2.0: MATERIALS

2.1: GENERAL: All materials proposed for use shall be approved by the
Inspector prior to the Initiation of their construction. Contractor must provide a
manufacturers data sheet for the product proposed to be used on the project.

2,2; HOT APPLIED MODIFIED CRACK SEALANT: The hot pour liquid crack
saalant shall be a modified sealant and shall contain 5.0% +/- % polyester
fibers by weight of asphalt components blended with high quality modified
asphalt cement (recycled fibers are not permitted) meeting the following
requirements. Specifications limits for hot applied modified asphalt sealant when
heated in accordance with ASTM D5167 are as foliows:












